We report on the design of the rf photoinjector of the Linac Coherent Light Source (LCLS). The rf photoinjector is required to produce a single 150 MeV bunch of ~1 nC and ~100 A peak current at a repetition rate of 120 Hz with a normalized rms transverse emittance of ~1 π mm-mrad. The design employs a 1.6-cell S-band rf gun with an optical spot size at the cathode of a radius of ~1 mm and a pulse duration with an rms sigma of ~3 ps. The peak rf field at the cathode is 150 MV/m with extraction 57 o ahead of the rf peak. A solenoidal field near the cathode allows the compensation of the initial emittance growth by the end of the injection linac. Spatial and temporal shaping of the laser pulse striking the cathode will reduce the compensated emittance even further. Also, to minimize the contribution of the thermal emittance from the cathode surface, while at the same time optimizing the quantum efficiency (QE), the laser wavelength for a Cu cathode should be tunable around 260 nm. Following the injection linac the geometric emittance simply damps linearly with energy growth. PARMELA simulations show that this design will produce the desired normalized emittance, which is about a factor of two lower than has been achieved to date in other systems. In addition to low emittance, we also aim for laser amplitude stability 1% in the UV and a timing jitter in the electron beam of 0.5 ps rms, which will lead to less than 10% beam intensity fluctuation after the electron bunch is compressed in the main linac.
Introduction
The LCLS [1] is a future free electron laser (FEL) in the 1-Angstrom wavelength regime, in which a low emittance electron beam is generated with an rf photoinjector, accelerated to 15 GeV using existing sectors of the SLAC 3-km linac and compressed at intermediate energies by two magnetic chicanes to a length of 20 µm. Subsequently, the beam is injected into 100 m of undulator. FEL lasing is produced in a single pass of the electron beam through the undulator by Self-Amplified-Spontaneous-Emission (SASE). The electron source for the LCLS consists of a high-gradient 1.6-cell S-band rf gun with a copper photocathode illuminated by intense optical pulses at 260 nm provided by a Nd:YAG-pumped Ti:Sapphire laser system whose fundamental frequency is tripled. The source must produce a nominal 1 nC pulse with low transverse and longitudinal emittance at a pulse repetition rate of 120 Hz. The required 1 σ rms emittance for the nominal charge is < 1 π mm-mrad. A significant part of the overall emittance produced by the source is expected to be contained in the spatial and temporal halo of the pulse, which can be removed downstream of the photoinjector, if desired, with scrapers. To meet the emittance requirements, the optical spot size at the cathode has a radius of ~1 mm, the pulse duration has an rms sigma of ~3 ps, and the rf field at the cathode is 130-150 MV/m.
RF Photocathode gun
The rf gun design is based on the 1.6-cell gun developed by a BNL/SLAC/UCLA collaboration [2] . The parameters of the gun as applied to the LCLS are listed in Table 1 . To minimize emittance growth due to the E z component of the TM110 mode, the gun has been symmetrized. The original BNL zero-modesuppressed side coupling has been replaced by side-coupling rf into the full cell only. In consequence the cell-to-cell coupling between the two cells has been improved by increasing the iris size, which also increases the mode separation between the zero and π-modes. This arrangement allows for more precise field balancing during tuning. To provide more rf focusing and decrease the peak field on the cell-to-cell iris, the half-cell length has been slightly increased. A schematic of the gun is shown in Fig.1 . There are two identical coupling ports in the full cell, located 180 0 apart. The rf waveguide is connected to one port and a vacuum pump to the second. For diagnostic purposes, an rf monitoring loop is also located in the second port. The photocathode is located at the geometric center of the end-plate of the half-cell. The end-plate is removable to facilitate installation of cathode material other than Cu by implantation or by using an insert. The laser beam can be brought to the cathode either along the axis of the gun or at grazing incidence through the 72 0 side port (not shown in the figure) . The peak electric field at the cathode is 150 MV/m and the laser pulse is injected 57 0 ahead of the peak. The 15 MW in rf power required for the gun will be provided by the first of the two klystron stations in Linac 0, the first accelerator section after the rf gun and up to a chicane (See Section 5.). Phase and amplitude for the gun can be set independently of the downstream injector accelerating sections. A diagnostic section of 0.75 m will separate the exit of the gun from the entrance of Linac 0. Apart from including vacuum isolation valves, this drift space will contain a beam position monitor (BPM), current monitor, Faraday cup, profile screen, and steering magnets.
Photocathode
A metal photocathode is chosen for the rf gun. The QE for Cu illuminated with UV light depends somewhat on surface preparation, but a QE of 10 -5 at 260 nm seems reasonably conservative for normal incidence [3, 4, 5] . A gain in QE by a factor of two to four can be achieved by illuminating the cathode at a grazing angle. At 260 nm an optical pulse of ~500 µJ on the cathode is required to produce 1 nC of charge when the QE is 10 -5 . The principal advantage of a metal cathode is that its QE is relatively impervious to exposure to atmospheric air or the vacuum environment of the operating gun. Thus special cathode preparation and installation (e.g. load-lock) techniques are less critical. The photoelectric response of metal cathodes is on the sub-picosecond level, thus imposing no limitation on any desired temporal pulse shaping. Finally, the use of Cu as the cathode allows the entire end plate of the half cell to be formed in the standard manner of Cu rf cavities, permitting operation at the highest field values. The use of a cathode plug or insert in an S-band gun has so far limited the cathode field to about 80 MeV/m, whereas simulations indicate the transverse emittance drops with increasing field up to about 140 MeV/m. Nonetheless, since the QE of Mg cathodes is several times higher than for Cu, we are searching for a way to use a Mg cathode with fields on the order of 150 MV/m.
Laser
The laser system [6] is required to deliver a 500 µJ pulse of UV photons to the cathode at a repetition rate of 120 Hz. To meet the emittance requirements of the source, the laser must have a pulse length in the range of 3-5 ps rms and radius of ~1 mm hard edge on the cathode in order to balance the effects of space charge and rf on emittance growth in the gun itself.. Pulse shaping is required to optimize both the transverse and longitudinal emittance. Stability of the laser pulses of better than 0.5 ps rms in time and 1% in energy in the UV is crucial for the bunch compressors and FEL. The laser system is shown in Fig. 2 . A CW, frequency doubled, diode pumped Nd:YAG laser provides energy in the green (532 nm) to pump the CW modelocked Ti:Sapphire oscillator, which delivers a continuous train of 10 nJ, 100 fs FWHM pulses that repeat at 119 MHz. By using this frequency, which is the 24 th sub-harmonic of the linac's 2856 MHz rf, the timing of the laser pulse can be locked to the phase of the rf in the linac and gun. The timing system is shown in Fig. 3 and described in more detail in ref. [1] . The wavelength of the oscillator is tuned to 780 nm, which after amplification is frequency tripled to 260 nm. With the possible exception of a timing stability of 0.5 ps rms, oscillators of this type are commercially available. A Pockels cell and polarizer are used to gate single pulses, at 120 Hz, from the 119 MHz pulsetrain. The selected pulses are then amplified by two multipass Ti:Sapphire crystals, both configured as 4-pass "bow-tie" amplifiers. Both are pumped by a single Qswitched, doubled Nd:YAG laser that can produce a 120 Hz train of 3 ns pulses, which is also a commercial system. The pump output is stabilized by "trimming" a few percent of the main pump pulse by the use of a Pockels cell. The system uses chirped pulse amplification (CPA) [7] to avoid damage and nonlinearities in the amplifiers. The large bandwidth of Ti:Sapphire enables us to use pulse shaping in time at the 0.1 ps level in order to optimize the emittance of the electron beam in the gun and injector. This is done by a computer controlled Liquid Crystal Display (LCD) mask, which is positioned in the Fourier plane of two gratings just after the oscillator. After the second amplifier, the transverse shape of the pulse is modified from Gaussian to uniform to better match the requirements for obtaining a low emittance from the gun. The laser pulse is then tripled in frequency and transported to the gun by means of Fourier imaging that also includes compensation for the temporal and spatial distortion caused by grazing incidence onto the photocathode. The energy management of the system is as follows: transmission through the spatial flattener ~50%, through the compressor ~50%, through the tripling stage ~25% and through the optical transport to the guñ 50%. Consequently starting from 18 mJ in the IR after the second amplifier, the required 500 µJ of UV is delivered to the cathode. Table 2 is a summary of the laser parameters.
Linac 0.
The design of Linac 0 was originally described in ref. [8] . Some additional details can be found in ref. [1] . Linac 0 consists of four SLAC-type 3m S-band accelerator sections, associated solenoid, and necessary drift sections with diagnostics. It is preceded by the rf gun and diagnostic section and followed by a second diagnostic section and an achromatic bend system (low energy dog-leg) that brings the beam into the 15 GeV linac. The layout of the photoinjector system is shown in Fig. 4 . The overall length from the photocathode to the last accelerator section output flange is 15.8 m, including four drift sections of 75, 47, 105 and 105 cm respectively. The gun solenoid is 20 cm in length and is located 19.8 cm downstream of the photocathode. Two linac solenoids, each 70 cm in length are located at the end of accelerating sections 2 and 3 respectively. Two SLAC-type 5045 klystrons are required, one to power the gun and the first two 3 m sections and the other for the last two 3 m sections. They will be operated in an un-SLEDed mode [9] . As shown in Fig. 4 high power rf phase shifters and attenuators will allow the independent control of the gun and first two 3 m sections. In Linac 0, after each accelerator section there will be a Beam Position Monitor (BPM), a current monitor, and a screen. Between the second and third sections, an X-band cavity will be placed alongside a ceramic gap in the beamline. The charge-normalized rf intensity generated in this cavity as an electron bunch passes through, can be used to minimize the bunchlength. Transverse emittance diagnostics are included in the dog-leg system.
Emittance compensation
In 1989 Carlsten [10] pointed out that by simply placing a solenoidal field at the proper location at the gun one can reverse the evolution of phase space such that at a latter point downstream the individual phase spaces of the various slices of the beam will momentarily be aligned. Emittance compensation in the rf gun is done by using a solenoid with precisely defined field symmetry and positioned at the gun's exit to an accuracy of 25 µm. An identical compensation magnet with current flow in the opposite sense will be used to null the magnetic field at the cathode. We base our design on recent experiments at the ATF at BNL [11] that have shown encouraging results on emittance compensation, as shown in Fig. 5 . Emittance compensation in Linac 0 was studied extensively using PARMELA as originally described in ref. [8] . In the first 3-m section, where the gradient is 7 MV/m, a 1.5% energy spread for the full beam is introduced to help in emittance compensation by placing the centroid of the beam ~5 0 ahead of the rf crest. This energy spread is removed in the last two 3 m sections, where the gradient is 17 MeV/m, by placing the rf such that the beam is slightly behind the crest. The magnetic field in the emittance compensation solenoid at the gun is slightly less than 3 kG with an effective length of ~20 cm, while the solenoid between the accelerating sections is slightly greater than 3 kG with an effective length of 70 cm. At the entrance to the third 3-m section, the beam energy is ~50 MeV so that space charge effects are much reduced. The rf field gradient though, is more than double in this section as in the previous two, so the beam radius is purposely reduced by using a solenoid between the second and third sections. The transverse space charge distribution at the cathode is assumed to be uniform and the temporal shape Gaussian with an rms sigma of 4.4 ps, truncated at ±2 sigma, resulting in overall rms length of 3.8 ps. Table 3 and Figures 6 and  7 show the resulting electron beam parameters at the end of Linac 0.
Summary
We have presented the design of the rf photoinjector of the Linac Coherent Light Source (LCLS). The rf photoinjector is required to produce a single 150 MeV bunch of ~1nC and ~100 A peak current at a repetition rate of 120 Hz with a normalized rms transverse emittance of ~1π mm-mrad. The design employs a copper cathode, 1.6-cell S-band rf gun, which has been symmetrized, a CPA, Ti:Sapphire laser system that is pulse-shaped, frequency tripled and stabilized both in timing and intensity and a linac 0 with 4 3-m SLAC type accelerating sections. PARMELA simulations show that this design will produce a beam with the desired characteristics at 150 MeV. .7% halo cut ( in simulation only). Ref. [8] .
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